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Ш All vital information in boating such as depth, boat speed, log (Km) and surface water tem 
graph can be displayed on the screen. 


UNPACKING 
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there is any damage, Banoi it to Te attention of the dealer from whom the une was н да | 


or the transportation company by whom the equipment was shipped to you, without delay. 
This equipment consists of the following: 


Transducer Power cord with 


Instruction manual 
1A fuse built-in 
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Transducer installation through hull 


The transducer must be mounted in such a position that it -eee 
ee Is always in the water ......... 


TID Face points directly downward -........ 
“еее в та location of minimum turbulence ......... 


For temporary or portable use, the transducer may be simply hung over the side so that it is in the 
water. With the boat standing still, good performance can be obtained in this fashion. 


Normally, it is desirable to make a permanent installation of the transducer and this may be done either 
through the hull or on the transom. A through hull installation should be made far enough aft of the 


. . center of the hull to avoid turbulence caused by the bow and keel action of the boat. Undue turbulence 


will cause the indicator to flash erratically as the speed of the boat increases. 


On boats with other than flat bottom, two levelling units, called “fairing blocks", are required. The fair- 
ing blocks are used to permit vertical mounting of the transducer and are wood. See Fig. 5. 








Sealing Brass 
Compound Washer 





Sealing 


Compound Sealing | 
Thru Hull Installation Compound Fairing Block 
for Flat Bottom Boat Installation 
] in Shaped Hull 
Fig. 5 


Keep the face clean and free of paint, grease and all other foreign materials. Prior to launching the boat, 


it is suggested that the transducer face be thoroughly washed with soap or detergent in order to obtain 
the best reception. 


Fault phenomena and their probable causes 


1. If the unit will not operate after the power 

switch is on. 

(1) Check if the battery voltage is less than the Charge battery. 

rated 11V DC. 

(2) Polarity of the power cord may be reversed. Check fuse (1A). 

(3) Power receptacle or plug may be rusty or cov- | Jor eec 

` ` ered with salt. | replace plug or recep 
- (4) Connectior Secure connection. 
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